ALFIN 150 TIG HF
ALFIN 170 TIG HF
ALFIN 200 TIG HF
PEGAS 160 T HF

PEGAS 200 T HF
POPIS

ALFIN 150 TIG HF

Svarovaci invertor pro svarovani metodami TIG a MMA
IGBT technologie
TIG Puls (ALFIN 150, 170, 200 TIG HF)
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Typ stroje ALFIN 150 TIG HF ALFIN170 TIG HF ALFIN 200 TIG HF
Rozsah svarovacho proudu 5 - 1507 5 170A 5— 2007
i napéti 1 % 230V~ £ 15%  50-60Hz 1x230V~ £15% / 50-60Hz 33400V~ £15% / 50-60Hz

JistEni 16A POMALE 16A POMALE 10A POMALE

Udinnost 0,85 0,85 0,85

Svarovad metoda MMA TIG TIG MMA TIG MMA

Zatszovatel 35% 100% _ 35% 100%. 40%  100%  40%  100% 40% 100%  40% _ 100%

Max. [piikon 5,6KVA_ 3,9KVA _ 4,1KVA _ 2,5KVA 5,1KVA__ 3,4KVA _ 6,3KVA _SKVA - - 10KVA _6,2KVA

Max. vstupni proud 2438 17,08 17,84 10,9A 22,47 I5A  27,8A  21,8A - 14,54 9A

Svafovadi proud 140A T00A__ 150A 100A T70A_ 120A _ 140A  120A 200 130A__ 20DA _ 130A

Pracovni napéti 25,6V 24,0v__ 16,0V 14,0V 16,8V 14,8V 256V 24,8V 18V 152V 28V 252V

Napéti naprazdno 94V 10V 14v 65V 14V 65V

Trida izolace H H H

Kryti 723 1P 23 1P 23

Chiazeni AF AF AF

Normy EN 60974-1/-10 EN 60574-1 EN 609741

Rozmééry (& x d x v) 120 x 360 x 215 mm 160 x 400 x 260 mm 160 x 400 x 260 mm

Hrmotriost 5,4Kg 10 Kg 10 Kg

Typ stroje PEGAS 160 T HE PEGAS 200 T HF

Rozsah svaiovadho proudu 5-160A 5-170A (2004 TIG)

i napéti 1x230V~ £10% / 50-60Hz 1x230V~ +10% | 50-60Hz

JistEni 16A POMALE 16A POMALE

Uinnost > 80% > B0%.

Svafovadi metoda MMA TIG MMA TG

ZatEzovatel 25%  100% 25% 100% 30%  100%  25%  100%

Max. piikon 3,3 kW 5,3 kW 4,6 kW 5,4kW

Fovad 160A _ BOA 160A B0A 1704 100A  200A _ 100A

Napéti naprazdno S8V 62V

Trida izolace F F

Kayti P23 P23

Chlazeni AF AF

Normy ENE0974-1 ENB0974-1

Rozmééry (& xd x v) 130 x 450 x 230 mm 130 x 450 x 230 mm

Hmotriost 6,5ka 8kg
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