ATA 400 HD
ATA 500 HD
ATA 600 HD

MIG/MAG svarovaci stroje do narocnych primyslovych podminek.
Heavy-duty industrial MIG/MAG welding machines.

Cronkune nHayctpuanbHble MIG/MAG cBapOYHble MalUUHbI.
Widerstandsfahige industrielle MIG/MAG SchweiBmaschinen.
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CESKY ENGLISH

Celomédéné transformatory. All-copper transformers.

Kompaktni nebo se snimatelnym posuvem dratu. Compact or with separate wire feeder.

Podpora horaku s funkci UP-DOWN (mimo verze UP-DOWN torches supported (except for BASIC

BASIC). version).

Vykonna externi jednotka vodniho chlazeni. Powerful external water cooling unit.
DEUTSCH NO-PYCCKU

Ganzkupfertransformatoren. LlenbHoMeaHbI TpaHcopmaTop.

Kompakt oder mit abnehmbarem Drahtvorschub. KomMnakTHble unu ¢ otaenbHbIM nuTaTenb

UP-DOWN Brenner werden unterstitzt (BASIC NPOBOJIOKMN.

version ausgenommen). MoppepxwnBaetca ropenkn UP-DOWN (He B

Kraftvolle externe Wasserkihleinheit. Bepcumn BASIC).

MOLLHbIV BHELLHWI XONOAMMbHbIV arperar.

Feature Vlastnost BASIC MINOR2 MAJOR SYNERGY

A + V meter Ampérmetr a voltmetr © ©
Wire initial speed (Soft Start) Nabé&hova rychlost dratu (Soft Start) X © ©
Advice of the parameter settings Napovéda pro nastaveni parametr{l X X X ©
Electronic feed back of the wire speed Elektronicka zpétna vazba rychlosti dratu X © © ©
2 stoke / 4 stroke 2-takt/4-takt © © © ©
Adjustable Post and Pre Gas time Nastavitelny pfedfuk a dofuk plynu X © © ©
Spot and Interval welding Bodovani a intervalové svafovani © © © ©
Adjustable Burn Back Time Nastavitelny ¢as dohoreni © © © ©
UP-DOWN torch support Podpora hofakd s funkci UP-DOWN X © © ©
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Tvp stroie Machine tvpe
Tun MawnHbl Tvp der Maschine ATA 400 HD ATA 500 HD ATA 600 HD %
Vstupni napéti Mains voltage
BXOMHOE HANDKEHM Netzspannung 3x400V ~ +£15% / 50-60Hz 3x400V ~ +£15% / 50-60Hz 3x400V ~ +£15% / 50-60Hz 5
Jisténi Mains protection - 2 - —
3alumTa ceTeBoro Noasoaa Netzsicherung 25A POMALE 32A POMALE 63A POMALE -87
Ucinik cos © Power factor cos ® =
Koad. MowHOCTH KoC Leistungsfaktor cos ® 0.9 0.9 0.9 L'E
Rozsah svaf. proudu Welding current ranae =
CBapoUYHBIii TOK SchweiBstrombereich 40A — 400A 60A - 520A 40A - 600A £
Siorovci metoda e ot MIG MIG MIG &
Zatézovatel Work cvcle
Koah, Harpyvaii Nutzfaktor 30% 60% 100% 20% 60% 100% 25% 60% 100% _§~
Svarovaci proud Welding current
ceapouiHLli ToK SchweiBstrom 400A 320A 260A 520A 400A 320A 600A 530A 430A o
S o votaae 34,0V 30,0V 27,0V 40,0V 340V 30,0V 44,0V 40,5V 355V ‘é
Max. prikon Maximum input power
Makc. noTpe6nmema MowrocTs __Max, Leistungaufnahme 16,7kVA  12,4kVA  9,5kVA 28,5kVA  16,8kVA  12,0kVA 31,5kVA  28,0kVA  18,9kVA S
e M e anaatom <t 242A  180A  13,6A 434A  247A  17,8A 462A  412A  27,2A 5
Napéti naprazdno Open-circuit voltage =
HanpXXeHW HanpacHo Leerlaufspannung 19,9V - 46,6V 19,5 - 56,0V 17,0 - 55,5V ‘@
Trida izolace Insulation class H H H (0]
Knacc nanswmm Isolierungsklasse =
Kryti Protection rating o
3awwTa Schutzfaktor P21 Ip 21 P21 =
Chlazeni Cooling AF AF AF -8
oxnaxaeHve Kiihlung 8_
Normy Construction standards
CraHaapThl Konstruktionsnormen EN 60974-1 EN 60974-1 EN 60974-1 8
Rozméry (S§xdxv) Dimensions (L x D x H) =
(e MaBe (W x L x H) 610 x 950 x 870 mm 610 x 950 x 870 mm 650 x 980 x 920 mm g
Hmotnost Weight
Macca Gewicht 120 Kg 140 Kg 210Kg g))
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